LENS DATA COLLECTION FORM FIELD DEFINITIONS

NUMBER FIELD

Use the lighthouse number from the ‘Admiralty List of Lights and Fog Signals’ where possible or use the lighthouse number from the appropriate national light list when necessary.
COUNTRY CODE

Use country name or United Nations Country Code

CURRENT USE FIELD

A = Active navigation aid in lighthouse tower

L = In lighthouse tower - not active

M = In a museum not at the lighthouse site

O = Other unspecified use – Enter description in Comments

P = Privately owned lens

S = In a country Lighthouse Service facility

V = In a visitor center co-located with the lighthouse

LENS ROTATION - SUSPENSION TYPE FIELD

B = Mounted on Ball Bearings

C = Mounted on Chariot Wheels

F = Mounted on a Fixed Plate or Pedestal

M = Mounted on a Mercury Float

LENS ROTATION - ROTATION TYPE FIELD

C = Clockwork

M = Motor Driven

LENS STYLES FIELD

A = Alternating lens panels and metal panels

B = Alternating Flash panels and Fixed panels

C = Beehive shaped lens

D = Bi-Form one lens above the other

E = Bi-Form one lens beside the other

F = Composite - a lens made from two styles of lens (½ Bi-Valve and ½ some other style)  

G = Bi-Valve two identical bulls-eye lenses back to back

H = One half of a Bi-Valve lens used by itself or with a reflector panel

J = Lens made from only Fixed Dioptric panels also called a Drum lens

K = Lens made from only Flashing Dioptric panels

O = Other unspecified style – Enter description in Comments 

LENS CHARACTERISTIC FIELD

Use the codes in the listing in the "Admiralty List of Lights"

General Comments:

The condition of the lens, such as broken or missing prisms, should be described in the comments section.  

Any field that does not apply, or where data could not be found, should be left blank (no data is preferable to erroneous data).

